HARDYPLAST WPC

USE WPC. replacing natural wood, plywood.

Save trees. Save earth.
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WPC LOUVERS | FLUTED PANELS
(For Interior applications)

116inch x 7.7inch x 27mm
116inch x 7.7inch x 14mm

® Use for Interior Applications ® Premium quality compounds ® Suitable for wall & ceiling Panelling

® Heavy duty Panels ® Fastest installation with SS Clips ® Available in wooden designs




HARDYPLAST WPC

replacing natural wood, plywood.

USE WPC.
Save trees. Save earth.

Applications

Fluted panels can be used for interior walls and ceilings in
Residence, Hotels, Hospitals, Clubs, Resorts, Institutes and
spiritual projects. It has a good dimensional stability and

wooden design structure for architecture projects.
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HARDYPLAST WPC

replacing natural wood, plywood.

go
BOLD

flaunt your
walls

natural#

Size Options:

116 inch x 7.7 inch x 27 mm
116 inch x 7.7 inch x 14 mm
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HARDYPLAST WPC

replacing natural wood, plywood.

go
CLASSIC

create
everlasting
elegance

wenge#

Size Options:

116 inch x 7.7 inch x 27 mm
116 inch x 7.7 inch x 14 mm
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HARDYPLAST WPC

replacing natural wood, plywood.

go
LINEAR

build inline
harmony

walnut#

Size Options:

116 inch x 7.7 inch x 27 mm
116 inch x 7.7 inch x 14 mm
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USE WPC. replacing natural wood, plywood.
e trees. Save eal

earth.

Savi

Color & Size
Options !

116 inch (Length) x 7.7 inch (Wide)

27 m m 6.2 SQF Per Panel

natural#

walnut#

wenge#
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HARDYPLAST WPC

USE WPC. replacing natural wood, plywood.
e trees. Save eal

Save earth.

Color & Size
Options !

116 inch (Length) x 7.7 inch (Wide)
6.2 SQF Per Panel

14 mm

natural#

walnut#

wenge#
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HARDYPLAST WPC

USE WPC. replacing natural wood, plywood.

Save trees. Save earth.

Finishing
Accessories

Corner Profile | 10 Feet x 25mm x 25mm

fastner clip
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